6

10 [

NOTES KERB SCHEDULE
600 b N g DO BE 20mm ONLESS | (ERB TYPE | KERB WIDTH' W' | WEARING COURSE KERB HEIGHT ' D'
SPRAYED SEAL TO W =z 2. KEYS SHALL BE INSTALLED ON ALL BENDS SPRAYED SEAL MIN. 150mm
EXTEND TO EDGE OF > <40mm RADIUS. SMK 250 ASPHALT 150mm + ASPHALT THICKNESS
SHOULDER - TYP. 100 3 WEARING COURSE FINISHED 3. EXPANSION JOINTS SHALL BE INSTALLED AT mm mm
2% " SURFACE AS SPECIFIED IN a) 6.0m MAX. CENTRES BLOCK PAVING 150mm + PAVER AND BEDDING SAND
- CONTRACT DOCUMENTS b) TANGENT POINTS
D UE 4. CONTROL JOINTS SHALL BE INSTALLED AT 2m SPRAYED SEAL | MIN. 175mm
\ A=F CENTRES, CUT THROUGH BK 150mm ASPHALT 150mm + ASPHALT THICKNESS
' . THE ENTIRE DEPTH OF KERB AND FINISHED OFF
100x100 KEY LOCATED ——~ SN \'Tl"\\\\\\\ \\\\\\\\\\\\\\\\\\\\\\\ VARIES - REFER 5 WITH GROOVE TOOLO SHEDO BLOCK PAVING | 150mm + PAVER AND BEDDING SAND
CENTRALLY REQUIRED ON ASNNAN AASENARRRN D%%TJTMRQSTTS 6. CONCRETE STRENGTH SHALL BE 32MPa AT 28 SPRAYEDSEAL | MIN. 300mm
ALL CURVES WITH RADII £40m ) DAYS WITH MAXIMUM
7 SLUMP OF 8omm RMK 300mm ASPHALT XX + ASPHALT THICKNESS
N N : :
BLOCKPAVING | XX + PAVER AND BEDDING SAND
SPRAYED SEAL | MIN. 150mm
TYPICAL SEMI-MOUNTABLE KERB 'SMK' DETAIL
RFK 300mm ASPHALT XX + ASPHALT THICKNESS
SCALET:20 10mm DEEP BLOCKPAVING | XX + PAVER AND BEDDING SAND
+
10mm FOAMOR ——— — POLYURETHANE
POLYURETHANE OR SILICON SPRAYED SEAL | MIN. 150mm
600
SPRAYED SEAL TO | BACKING SEALANT MK 300 ASPHALT XX+ ASPHALT THICKNESS
EXTEND TO EDGE OF W mm
SHOULDER |~ _— R50mm WEARING COURSE FINISHED
2 ‘ "* / SUREACE AS SPEGIFED IN : =t BLOCK PAVING | XX + PAVER AND BEDDING SAND
—— ) ‘ CONTRACT DOCUMENTS = ; =
1 -
K |D| 3V L K D % <$ A Ag 600 g g
1 1 o EIJ
COMPACTED BASE COURSE —A\Aeg\\\\\\\ VARES-REFER | & 7 W ol E2 WEARING COURSE FINISHED
AS SPECIFIED - TYPICAL RN CONTRACT =3 2% gz SURFACE AS SPECIFIED IN
S— - o
COMPACTED SUBGRADE JT DOCUMENTS _ 4 - D CONTRACT DOCUMENTS
AS SPECIFIED - TYPCAL , -
N J ‘ | | 10mm N N N
H NONNEN U NN
EXPANSION GAP \\ \\\\\\\\\\\ \\\\\\\\\\\\\\ VARIES - REFER
RK' TYPICAL EXPANSION JOINT 'EJ' DETAIL SIS CoMTRACT
TYPICAL BARRIER KERB 'BK' DETAIL ‘ ER % DOCUMENTS
SCALE 120 NOT TO SCALE - - |
NOTE: REFER TO NOTE 3. THIS SHEET AND DESIGN
DRAWINGS FOR LOCATIONS TYPICAL MOUNTABLE KERB 'MK' DETAIL
150mm THICK REINFORCED CONCRETE } .
APRON TO SAME STANDARD AS w|@ SCALE 1:20
COMMERCIAL CROSSOVER REFER (i
2|5 WEARING COURSE FINISHED
DRAWING STD-R-003 300 "W g| E é SURFACE AS SPECIFIED IN APPROVED BLOCK PAVING WA gVEQEAﬁg Xg gEScEnE:E:JS Il':\lED
S|z CONTRACT DOCUMENTS ON 50mm APPROVED R10mm (TYP.) U
= CONTRACT DOCUMENTS
s - - BEDDING SAND
(Te) A
7 VARIES - REFER s VARIES - REFER
' COMPACTED BASE COURSE NN CONTRACT
RO N RN % D%%'\:JTMRQNCTTS AS SPECIFIED - TYPICAL : SR ARNSRNN % DOCUMENTS
R =
zZ2r | 150 < COMPACTED SUBGRADE = \ : |
N o
= < S AS SPECIFIED - TYPICAL N S 5 L 11TM TRENCH MESH
= 3-L11TM TRENCH MESH CENTRALLY LOCATED
CENTRALLY LOCATED

TYPICAL MOUNTABLE KERB 'RMK' AT ROUNDABOUT DETAIL

SCALE 1:20

TYPICAL REIFORCED FLUSH KERB 'RFK' DETAIL

SCALE 1:20
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